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MDORAIDUM 10: Deputy Director (Piens) 17 Aa 195e 
gus yact : Ground Controlled Commnnis Avatisdle 
in CORGHA Prime Vehicles 
1. The following coments are subaitted for your informatics. 
2. The COROMA Prime Systen will have the following ground em- 
comanis avafiable! 


& Period Adjust 

b. Sero Reset 

c. Sxip/Repest One Orbit 

@. Camere Cyeling Rate Selector (¥/H Selector) 
e. Camere Disabling Selector 
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n Accordance with E. O. 12958 


m_NOV26 1997 


: co a 


5 : . — ae Cra im 
’ Las ~wif p 
: . Ls ye 


riage ae hoor aats lg tegarhcera padi y ringtaerdtt ed 


7. The Camere Rate Belector or V/# Selector is used 
to aahieve astusl speed and altitude 
of the vehiele. This assures proper DE as vel) as desired overlap. 

| &. the Camera Selector Commnd introduess an off 
| ewiteh betveen progresmer eamare esusing the 


! camara to stop operation. ‘The eemers ean be enabled again by issuing 
: a V/8 Selector comand. This past vith the c eA ecaten) pevahs i 4% 
that will be svailable in the 
ecatrol stations, will gtve 5 
flight Line passes that vill 






each daily orbit of the vehicle. 


9. pane cect ce ee coupled with the favorable 


the 
Gecisions vased upon weather forecasts prepared from date 
that is only 6 to 12 hours old. Weatharvise, this is a near optimm 


situation. 
1. of Gass tae ee a eee 
utilisation of these comand eantrols. effectively proved that 


prcjeat Miciguctace les the sreur ececaktoes pacea eon: necessary 
rapid communications, int the ability to obtain and utilise w-tondate 
veather informtion, to make correct ccamand decisions to operate or 
not cperste the camera over the USER. 
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